Chapter	3       								


The Owner’s Site Acceptability Worksheet


Introduction


This Chapter will take the User through the process of designing a Permanent Foundation for a manufactured home that will be acceptable to the HUD Field Office to facilitate application for an FHA mortgage. It is recommended that the process always begin with the completion of the Worksheets and use of the dialog windows to assist in that process. The example #1 to be worked is taken from the “Handbook” in Appendix G. It is assumed that the Owner, with guidance from a registered engineer and possibly a geotechnical engineer (as required) will complete this Worksheet.


Example #1





Given:		John Doe desires a permanent foundation for a Multi-Section Unit manufactured home composed of two nominal 14 foot units that are 56 feet long. The site is located in Champaign, IL. The Floor plan design John Doe prefers has two large openings along the marriage wall that are adjacent to each other, 16 feet and 12 feet wide, respectively. The remainder of the marriage wall is continuous.


Solution:	The following sequence is recommended:


A.	Select the Owner’s Site Acceptability Worksheet from the icon or the Worksheet pull-down menu. The Form Window will appear on the screen.


B.	Type in the appropriate Owner information.


C.	Proceed through the questions and appropriately place the mouse pointer over the desired response. Click the left mouse key and a dark box outline will log your answer.


D.	Select the green (typed and underlined) references from the “Handbook” for assistance. For example, if question #2 on “flood prone sites” needs clarification, place the mouse pointer on the reference (201-2) and click the left mouse key. The On-Line “Handbook” will appear with the text from that section of the “Handbook” as follows:
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	The Main Tool Bar on the On-Line “Handbook” window has useful commands. The screen information can be Printed, or scrolled backward or foreword with the ((  (( button keys. You may view the Contents of the “Handbook” and see the entire table of contents, select a chapter and scroll through it. You may select Index, type the first few letters of a word and have it do a search through the “Handbook”, or select a Foundation Type such as C4 and see the details and limitations that go with the Foundation Type. You may select Find and type in a word or phrase and perform a search. When you are finished, select the upper left Control Box Menu and click on Close to exist the window and return to the Worksheet.





E.	Question #10 is linked with statement #11. The default value of 1000 psf is to be used when no geotechnical report is provided. A much higher allowable soil bearing value may be possible, with the result that footings could be smaller. This could justify the expense of a geotechnical report.


F.	See Appendix A for the completed  Owner’s Site Acceptability Worksheet. 
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