






























































































Illustration No

Subject:

Date:

Description:

Photographer:

Source:

8-26

Housing and Urban Development Building, soiled anodized aluminum
entrance doors and frames at south end of west elevation

July 19, 1995

"After" photograph of black anodized aluminum entrance doors and frames.
(K) Low hessure Water used on the center door and frame removed little
soiling and no staining. (L) Detergents worked well and removed all
soiling and almost all staining. (M) Abrasive pads were not tested to
prevent damage to the metal finish. See Illus. No. 8-6 for location of
entrance doors.

Reed A. Black, AIA

Oehrlein & Associates Architects

601

.,,

!

I-1';ffi,1 I
T

6

,t

-

T

'ii

*
&f

f;*I



Illustration No 8-27

Subject:

Date

Description:

Photographer:

Source:

Housing and Urban Development Building, first floor bluestone flooring in
South Lobby adjacent to Cafeteria doors

July 19, 1995

"Before" photograph of bluestone flooring prior to testing (N) Wax
Remover and (O) Stripper to remove multiple wax coating from floor and

concrete base. See lllus. No. 8-6 for location of bluestone flooring test
cleaning.

Reed A. Black, AIA

Oehrlein & Associates Architects
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Illustration No. 8-28

Subject:

Date:

Description

Photographer:

Source:

Housing and Urban Development Building, first floor bluestone flooring in
South Lobby adjacent to Cafeteria doors

July 19, 1995

"After" photograph of bluestone flooring and concrete base. (N) Wax
Remover was applied two times to floor and base in left side of photograph

and only removed several thin layers of wax. (O) Stripper was applied
three times to the bluestone flooring and concrete base and removed all of
the wax build-up (note cleaned area). See lllus. No. 8-6 for location of
bluestone flooring test cleaning.

Reed A. Black, AIA

Oehrlein & Associates Architecs
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Illustration No. 8-29

Subject:

Date:

Description

Photographer:

Source:

Housing and Urban Development Building, basement floor, north core
adjacent to service elevator door showing soiled concrete

July 19, 1995

"Before" photograph of recessed concrete base soiled with multiple layers
of floor wax and concrete wall with general soiling prior to testing. (I)
Interior Stone Cleaner, (J) Warm Water and (H) Detergent was tested on the
soiled concrete and (N) Wax Remover and (O) Stripper was tested to
remove floor wax build-up from the concrete base. See Illus. No. 8-31 for
sketch of location of each cleaning tests.

Reed A. Black, AIA

Oehrlein & Associates Architects
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Illustration No. 8-30

Subject:

Date:

Description

Photographer:

Source:

Housing and Urban Development Building, basement floor, north core
adjacent to service elevator door showing soiled concrete at bottom of wall.

July 19, 1995

"After" photograph of interior concrete cleaning tests. The (I) Interior
Stone Cleaner and (H) Detergent performed equally well in removing the
general soiling from the concrete. The (N) Wax Remover was very slow
and required numerous applications while the (O) Sripper removed the wax
build-up from the concrete base in only two applications. See lllus. No. 8-
31 for sketch of location of cleaning tests.

Reed A. Black, AIA

Oehrlein & Associates Architecs
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Illustration No. 8-3 1

Housing and Urban Development Building, sketch showing the location of each cleaning test
application on the concrete wall and base at the basement floor, north core adjacent to service
elevator door. Cleaning tests included: (I) Interior Stone Cleaner, (J) Warm Water and (H)
Detergent, (N) Wax Remover and (O) Stipper. See Illus. Nos. 8-29 and 8-30 for "before" and
"after" photographs.
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